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TECHNICAL
DATA SHEET
Compact resin
silencer with male
thread
Mod. AN05-AN40

TECHNICAL FEATURES

FLUID

MAX OPERATING PRESSURE (*)

COMPRESSED AIR

1,0 MPa

NOISE REDUCTION 30 dB(A) (**)

AMBIENT AND FLUID TEMPERATURE 5 ÷ 60 °C (***)

Model

AN05-M5

AN15-02

AN10-01

(*) It indicates the inlet pressure for solenoid valve
(**) The value may vary, depending on the pneumatic circuit or pressure that is exhausted from the solenoid valve
(***) The product can be used in temperatures -10 to 60 if there is no risk of water droplets forming and freezing

BODY

SOUND ABSORBING ELEMENT

RESIN

SINTERED RESIN

HEXAGONAL WRENCH FLATS NOT PROVIDED ON AN05 AND AN10 MODELS

THREAD MALE

5

15

10

1

3

2

≤ 0,4

≤ 1,0

≤ 0,8

0,5

2,5

1

Effective area (mm²)

AN20-02

AN30-03

AN40-04

Sonic conductance C
[dm3/(s-bar)]

Recommended flow 
m3/min (ANR) 

Weight (g)

≤ 3,0

≤ 5,0

≤ 8,0

35

60

90

7

12

18

4

5,5

8,5

Note: the recommended flow rate refers to an inlet pressure of 0.5 MPa.

PERFORMANCES



Iperjet S.r.l.
Via Roma, 86
38012 Fraz. Taio - Predaia
Trento - (Italy)

Tel. +39 0463 461049
www.iperjet.com
info@iperjet.com - iperjet@pec.it 

Cap Soc € 10.000 i.v
R.E.A TN 233045
P. I. - Cod Fis - Reg Imp Trento IT
02553340221 Filter Cleaning Solutions

TECHNICAL
DATA SHEET

Model

AN05-M5

AN15-02

AN10-01

M5 × 0,85

1/4

1/8

15

32

23

6.5

16

11

-

14

-

Port size R, NPT

AN20-02

AN30-03

AN40-04

A B D

16.5

20

24

1/4

3/8

1/2

45

58.5

68

14

17

21

DIMENSIONS (mm)


