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Safety valve

) iperet

Safety valve designed to protect systems and pressure vessels from overpressure caused by malfunctions.
The valve opens when the set pressure is exceeded and automatically recloses once safe operating limits are restored.

TECHNICAL SPECIFICATIONS

NOMINAL PRESSURE

NOMINAL DIAMETER

ORIFICE DIAMETER

ORIFICE AREA

DISCHARGE COEFFICIENT

CALIBRATION FIELD VARIABILITY

OVERPRESSURE

RE-CLOSING TRIPPING

OPERATING TEMPERATURE NBR

OPERATING TEMPERATURE FKM

OPERATING TEMPERAATURE SILICONE

OPERATING TEMPERATURE PTFE

OPERATING TEMPERATURE EPDM

OPERATING TEMPERATURE FFKM

CERTIFICATION

PS 50
1/4" - 3/8" - 1/2"
7mm
38,46mm
0,82
0,5-45 BAR
10%
10%
-10°C + 80° C
-10° C + 200° C
-10° C + 160° C
-10° C + 230° C
-10° C +130° C
-10° C + 260° C

v

CE - TUV Approved
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Filter Cleaning Solutions




a iperdet

DIMENSIONS

TOT LENGHT TOT LENGHT
INLET CONNECTIONS 2R FROM 0,5 TO 16 BAR FROM 16 TO 45 BAR

1/a" 17 62 67
3/8" 20 64 69
172" 22 66 71

MATERIALE / MATERIAL
OTTONE / BRASS

TENUTE / SEALS
SILICONE / EPDM
PFTE / FFKM
NER / FKM

CONNESSIONI D'INGRESSO
INLET CONNECTION
1/4” 3/8" 1/2"
BSP / BSPT / NPT
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