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Advanced control with
monitoring and loT ' .
connectivity

CONTROLJET CORE PRO expands the functionalities of the CORE version by introducing advanced monitoring and loT
connectivity. It does not simply manage the cleaning cycle, but provides strategic data to optimize consumption, improve
operational continuity, and enable a data-driven approach to plant management.

Key features

® Real-time monitoring of operating parameters

® |oT connectivity for integration with supervision systems
® Intelligent optimization of cleaning cycles

® Reduced compressed air consumption

® Support for Industry 4.0 architectures

Typical applications: complex plants, OEM integration, multi-filter systems, and advanced industrial environments.

HIGH PERFORMANCE, REDUCED CONSUMPTION

Thanks to its automatic and ECO operating modes, CONTROLJET dynamically adjusts the cleaning cycles according to
the actual filter conditions, avoiding unnecessary consumption of compressed air and energy.
The result is extended filter element lifespan and a significant reduction in operating costs.
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CONTROLJET enables continuous monitoring of all

key system parameters:
dust emissions

compressed air consumption

filter differential pressure

All data can be viewed in real time via the color graphic display or the remote CONTROLPAN panel, ensuring immediate
and intuitive control.
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DISTINGUISHING FEATURES

The system enables full inverter management, with automatic adjustment of
fan speed according to plant load.

This ensures:

IFAN AND INVERTER « constant airflow
INTEGRATION . reduced energy consumption
. greater stability of the filtration process

All operating parameters (Hz, RPM, current, power) are always under
control.

CCONTROLUJET is designed to adapt to any plant:

- possibility of traditional wiring or BUS ECOVALVE system

SCALABLE AND CUSTOMIZABLE

In addition, the interface can be customized with the customer’s logo and
company name, for a solution perfectly integrated into the project.

CONTROLUJET is an loT-ready platform equipped with:
INDUSTRY 4.0 AND IOT READY

+ Bluetooth

6 * II . Wi-Fi
& M | - GSM

« MQTT and Modbus RS485 protocols

This enables remote management, plant supervision, and integration with
existing automation and supervision systems.

The system automatically records:

- dust cleaning cycles
« operating hours
PREDICTIVE MAINTENANCE AND « emission data
ADVANCED REPORTING - filter performance

Thanks to monthly and annual reporting, CONTROLJET supports predictive
maintenance, reducing plant downtime and improving long-term reliability.

ATEX certification for explosive atmospheres
CONTROLJET IS AVAILABLE WITH:

UL / CSA certifications for the USA and Canadian markets

A guarantee of safety, regulatory compliance, and build quality signed by Iperjet.
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