
Safety, control, and automation in a single solution

Iperjet electrical panels with direct start-up with accessories are designed for air extraction and filtration systems that
require advanced safety, control, and integration functions, while maintaining the reliability of direct start-up.
A modular and customizable solution, also suitable for ATEX applications.

Safe area and ATEX versions available, with UL certifications for international markets
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TECHNICAL 
DATA SHEET
ELECTRICAL 
CONTROL PANEL

DIRECT START-UP
WITH ACCESSORIES

TECHNICAL FEATURES

Motor power: from 0.25 kW to 7.5 kW
Industrial air extraction and filtration systems
Fans with direct start-up
Standard and ATEX applications

APPLICATION FIELD

MAIN FUNCTIONS

Direct motor start-up
Manual / automatic operation
Provision for remote control commands
Integration with process devices

INTEGRATED SAFETY

The control panel can integrate:

emergency stop devices
safety guard door management
safety systems for standard and ATEX installations
inductive sensors for detection of explosion relief panel opening
IFM-NAMUR N0530A module with automatic system shutdown in the
event of panel opening

ON-BOARD SMART ELECTRONICS

Dedicated electronics available for:

differential pressure (dP) control
automated inverter management
pressure and airflow stabilization
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Rotary valve: manual / automatic control with shutdown timer

Screw conveyor: manual / automatic control with shutdown timer

Standard and ATEX dampers

ATEX safety non-return valves

AUTOMATED ACCESSORY
MANAGEMENT

Industrial enclosure RAL 7035
Top-tier industrial components
Compliance with CE standards

CONSTRUCTION FEATURES

Terminal-block input signals
Dry contact outputs NO / NCINPUTS AND OUTPUTS

ADVANTAGES

✔ Advanced direct start-up
✔ Power range 0.25 ÷ 7.5 kW
✔ Maximum operator and system safety
✔ Integrated accessory automation
✔ Flexible and customizable solution


