
Controlled start-up for medium and high-power motors

Iperjet electrical panels with star–delta start-up are designed for the control and protection of industrial fans in air
extraction and filtration systems, ensuring reduced inrush current during start-up.

A reliable industrial solution, expandable with safety and automation accessories, ideal for professional applications.

Safe area and ATEX versions available, with UL certifications for international markets
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TECHNICAL FEATURES

Motor power: from 0.75 kW to 75 kW (standard)
Industrial air extraction and filtration systems
Medium- and high-power fans
Standard and ATEX applications (with dedicated accessories)

APPLICATION FIELD

STAR–DELTA START-UP

Initial star start-up
Automatic changeover to delta
Reduced starting current
Lower electrical and mechanical stress on the motor

STANDARD EQUIPMENT

Standard equipment

Power supply: 3-phase + PE – 400 Vac, 50/60 Hz
Main isolator with door interlock
Manual / automatic selector
Start / stop pushbutton
Safety transformer
Fuse protection
Class 20 thermal overload relay
Emergency mushroom pushbutton

Indicator lights:
power supply present
fan operation
thermal trip indication



Iperjet S.r.l.
Via Roma, 86
38012 Fraz. Taio - Predaia
Trento - (Italy)

Tel. +39 0463 461049
www.iperjet.com
info@iperjet.com - iperjet@pec.it 

Cap Soc € 10.000 i.v
R.E.A TN 233045
P. I. - Cod Fis - Reg Imp Trento IT
02553340221 Filter Cleaning Solutions

Emergency stop devices
Safety guard door management
Dedicated safety logic

SAFETY SYSTEMS

SISTEMI DI SICUREZZA

Terminal-block input signals
Dry contact outputs NO / NC
Analog output signals

IINPUTS AND OUTPUTS

ATEX dampers
ATEX safety non-return valves
Inductive sensor kits for explosion relief panels
Safety device for panel opening detection
Automatic system shutdown via safety signal (e.g. IFM-NAMUR module)

ATEX ACCESSORIES

AVAILABLE ACCESSORIES

The Star–Delta Start-Up control panel can be configured with the following accessories:

Electronics for differential pressure (dP) monitoring
Process signaling and alarmsPROCESS CONTROL

Rotary valves
manual / automatic control with shutdown timer

Screw conveyors
manual / automatic control with shutdown timer

DISCHARGE DEVICE CONTROL

Painted metal enclosure RAL 7035
Protection rating IP65
Top-tier industrial components
Compliance with CE standards

INDUSTRIAL CONSTRUCTION

ADVANTAGES

✔ Power range 0.75 ÷ 75 kW
✔ Reduced starting current
✔ Motor protection
✔ High reliability
✔ Integrated rotary valve and screw conveyor control
✔ Expandable with safety accessories


